














IVIDVS Portable
Compressors

Durable, powerful and reliable, Rotair's MDVS Series of
portable compressors has been designed and manufactured
to meet the diverse needs of professionals in the field who
need their compressors to pack that extra punch.

With heavy-duty mine specification build and components,
the MDVS Series offers a free air delivery range of 354 to
424 cfm. That's powerful stuff.

Incorporating a new air-oil filtering system, patented by
Rotair, the innovative screw system delivers outstanding
quality compressed air output.

The MDVS compressors are direct transmission and without
step up gearboxes. This ensures reduced wear of the screw
set, minimised noise output, no overheating, greater
fuel economy and improved energy productivity. The
asymmetric oil injection profile is created via high pressure
grinding to deliver unparalleled compression performance
with minimal energy dispersion.

[At a Glancel]

12 bar | 174psi Perkins 1104D E44TA

MDVS95P12 354cfm | 9500L/min

7 bar | 120psi Perkins 1104D E44TA

MDVS120P7 424cfm | 12000L/min

And because the MDVS portable compressor range features
Perkins EPA Tier 4 and EU Stage llIA emission compliant
engines, the units are not only powerful and efficient, but
also clean.

Featuring a new, modern and streamlined design, the MDVS
range is packed with little features to make light work of
any task.

As with all great Italian design, it's all in the detail:

« Liquid-cooled motor for greater reliability and lower
noise levels.

« Protection device for cold starting diesel engine.

- Transparent plastic fuel tank for effortless level
checking, and fitted with a wide filler inlet.

« Mudguards in tough, resilient material.

«  Document compartment for convenient storage of
manuals, documentation and accessories.

- Canopy lifts off allowing quick and easy access for
maintenance

« Fast acting Safety System to halt operation in the event
of any malfunction, protecting you and your machinery

« Equipped with a sprung axle and articulated drawbar
for easy towing

« Innovative sandblasting spec model option that
includes a compressed air cooling radiator and an
automatic condensation separator to ensure optimum
delivery of de-humidified air.

4 96.5 kw 4500 mm 2850 mm 1980 mm 2200 mm 2000 kg

4 96.5 kw 4500 mm 2850 mm 1590 mm 2200 mm 2000 kg
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New South \VWales:

41 York Road, Ingleburn, NSW 2565
Mailing address: PO Box 261, Ingleburn, NSW 2565

T+612 9765 6800
F+612 9765 6899

Queensland:
35 Alexandra Place, Murarrie, QLD 4172
Mailing address: PO Box 695, Morningside, QLD 4170

T+6173131 8222
F+61733488613

Victoria:
145-157 Fairbank Road, Clayton South, VIC 3169
Mailing address: PO Box 1097, Clayton, VIC 3168
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In the end we know we'l be judged by the things
which give us our edge.

Innovative design and quality build
Over 20 years experience

Quality Perkins engine

Genuine parts, service and warranty support network

Supplier-of-choice to rental, mining, construction and industry
Highly motivated and intensely loyal people

Whatever it takes attitude and customer-for-life culture

Global Headquarters

VVVestern Australia:
12 Hoskins Road, Landsdale, Perth, WA 6065
Mailing address: PO Box 1282, Wangara, WA 6947
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